
     The JD Water Roller is the ideal piece of equipment to ready your 

arena for wet weather or to tighten loose footing. 

      With all arenas (or pasture maintenance), you need to control 

the air pockets for wet to dry versatility.  By adding a water roller 

(water filled to achieve desired weight) to your maintenance pro-

gram, you can tighten up the surface (compress the air out), which 

will allow more water to runoff of the arena surface during wet 

weather.  Controlling water runoff means less percolation—less per-

colation means your arena will dry faster and you will have less 

down time. 

     The Water Roller can be pulled by the tractor alone or, with ade-

quate horsepower, in tandem with your harrow. 
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Call for pricing 

Phone: 800-585-7000 

Fax:     818-485-2023 

westcoastfootings.com 



 

The Water Roller tube is 20” in diameter with 1/4 wall thickness 

Each drum is water weight adjustable via a hose bung. 

Roller bearings have grease zerk fittings for easy maintenance. 

 

 

OPTIONS AVAILABLE: 

6 foot and 10 foot units are special order 

24” diameter 

Custom Color 

JD Water Roller 

WIDTH:   

6 FT 

8 FT 

10 FT 

 

WEIGHT 

6 FT 516 dry 1222 wet 

8 FT 765 dry 1693 wet 

10 FT 851 dry 2011 wet 

 

HORSEPOWER 

26+ HP 

 

Call for Pricing 

Phone: 800-585-7000 

Fax:     818-485-2023 

westcoastfootings.com 


